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This project described the use of TM/Landsat-5 and RADARSAT digital image

processing to study salt affected soils zones in arid and semi-arid regions, Baixada de

Sousa, in the State of the Paraíba, Brazil. One of the principal land degradation

processes, resulting from the desertification, relates to the salinization of

agricultural lands. The conventional methods

used to study this problem are very expensive. This

project proposed to use a combination and

integration of Earth Observations data within the

structure of a GIS to study salt affected soils zones

in the semi-arid of the Paraíba. This study

represents the first opportunity to assess the use of

RADARSAT in the semi-arid regions of the State of the Paraíba. The recurring

nature of this drought phenomenon requires a space-based approach to assessment

and information generation and RADARSAT offers significant potential in this regard

since the region (although arid) has a ubiquitous cloud cover. The methodology was

based on the use of two remote sensing packages; PCI and SPRING. The field data

was collected to support the digital analysis. During the fieldwork, a visual

reconnaissance of the study area was conducted, that included the description of the

natural elements and the description of the socio-economic aspects. The geophysical,

socio-economic, and spatial variables collected during fieldwork were integrated into

a single GIS database of the study area. The research involved the co-registration of

the RADARSAT and TM/Landsat-5 image. 28 control points were used, and the results

were satisfactory, although the acquisition process of these 2 images is very different.

After the registration, the SAR image was classified. The RADARSAT image together

with TM/bands 3 and 5 were treated by the Principal Components, and a comparative

analysis between the classified principal component image and the areas of salt soils

occurrence was conducted.
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A: Comparative analysis
between Classified RADARSAT
Image and the areas of salt 
soils affected occurrences  

B: SAR/TM Principal
Components RGB Image
(PC1+PC2+PC1)
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Este trabalho versa sobre o uso de imagens digitais TM/Landsat-5 e SAR no estudo

das áreas de solos afetados por sal na  Baixada de Sousa, no Estado da Paraíba,

Brasil. Um dos principais processos de degradação das terras, que resulta na

desertificação, está relacionado com a salinização das terras agrícolas. Os métodos

convencionais para o estudo de tal problemática são muito caros. O trabalho teve

como objetivo usar uma combinação de dados orbitais e sua integração, dentro

de uma estrutura SIG, para estudar as áreas de solos afetados por sais e ele é

uma aplicação pioneira das imagens RADARSAT no estudo do semi-árido paraibano.

A natureza recorrente do fenômeno seca requer um enfoque espacial para gerir e

gerar informações rápidas e o RADARSAT possui um significante potencial neste

sentido, pois a região (quase árida) tem uma cobertura constante de nuvens.

A metodologia foi baseada em Lobo (1988) e no uso de dois pacotes de software para

o tratamento de dados de sensores remotos: o PCI e o SPRING (Câmara, 1996).

Os trabalhos de campo, que serviram como suporte à análise digital, enfocou o

reconhecimento visual da área de estudo com a devida descrição dos elementos

naturais e dos aspectos socioeconômicos. Os aspectos

fisiográficos, socioeconômicos e variáveis espaciais

estudados foram integrados em uma única base de

dados no SIG, da área de estudo. Embora os

processos de aquisição das imagens TM/Landsat-5

e RADARSAT sejam diferentes, o resultado do

registro TM/SAR, para o qual foram utilizados 28

pontos de controle, foi satisfatório. Devidamente

registrada a imagem SAR foi classificada. A imagem

de RADARSAT juntamente com as bandas 3 e 5 do TM foi tratada pelo algoritmo

Principais Componentes. A imagem PC1 foi classificada e uma análise comparativa

entre as imagens classificadas (RADARSAT e PC1) com as áreas de ocorrência dos

solos afetados por sal foi conduzida, mostrando uma boa correlação entre elas,

atestando a utilidade das imagens RADARSAT para estudo desta natureza.

A: Análise comparativa 
entre a imagem RADARSAT
classificada e as áreas de
ocorrência dos solos 
afetados por sais

B: Composição RGB 
da imagem Principal
Componente TM/SAR
(PC1+PC2+PC3)

Processamento Digital de Imagens TM/Landsat-5 
e SAR Aplicado na identificação de Áreas de  

Solos Afetados por Sais na Baixada de Sousa,   
Estado da Paraíba, Brasil
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